ﬁ THREE OUTPUT DC SIGNAL TRANSMITTER

FEATURES

M Accuracy £0.1% R.O.

B Wide input and output range selection

H Steady voltage ,current and low ripple output

B The case can be mounted on a 35mm rail which
complies with DIN 46277

ORDER INFORMATION e OUTPUT
DC Output Load Output Output Response
S3-DT- Range Resistance | Resistance Ripple Time
0~1Vv
DC Input Range 0~5V
= =
V1:0~10mV A1:0~1mA 1~5V =1Ka =0050
V2:0~100 mV A2:0~10mA
V3:0~1V A3:0~20mA 0~10v =05%RO. | = 400mS.
V4:0~5V A4:4~20mA - = > (peak) 0~99%
V5:1~5V 00: Option 0~ 1mA = 100 = 20M8
V6:0~10V 0~ 10mA =1 kQ
V7:-10~10V
V8 0~100V 0~ 20mA = 5000 =5MQ
4 ~20mA
DC Output Range
10: 0~ 100 mV 16:0~1mA THE OUTSIDE DIMENSION (UNIT:mm)
11:0~1V 17:0~10mA
12:0~5V 18:0~20 mA 1o
13:0~10V 19:4~20mA -
14:1~5V 20:20 ~4 mA D 0D 0 DD
15:-10~10V 00: Option T
3 2
Aux' Powersource Lp o Jro[11[12]13]14]15[16 3
1:AC 110V (X) () (3) (%) (X) (%) (%) ()
2:AC220V +H > B v
3:DC110V 16-M4X10;\4-M3X8
4:DC48V
5:DC 24V 120
0 : Option khs
SPECIFICATION
AGGUIACY - - o me e et +0.1% R.O.
AUX. POWEF SOUFCE -« wremeeen AC 110V +15% ,50/60 HZ 35mm Rail
AC 220V + 15% , 50/60 HZ (DIN4G2TT)
DC 110,48,24 V,% 10% =iy :
Power consumption. ... AC =6VA,DC =5W
Responsetime.................... =400 mSec
Output Ripple ... =0.5% R.O. (peak-peak) - PANEL MOUNTING HOLES (UNIT:mm)
Excitation..................... DC24V,less than 30 mA
Span adjustmentrange ... =20% R.O. 98
Zero adjustmentrange ... =10% R.O. - } -|-
Operating temperature range -« «+ oo 0~60°C $ ¥
Storage temperaturerange- - -10~70°C
Temperature coefficient - ..o = 150 PPM/°C } - —_— - -— 1813
Max. relative hum|d|ty ............................................. 95% 2-5 .¢
Isolation - oo Input/output/power/case ‘$ ®
Isolation resistance - -+ =100MQ, DC 500V 26 § —|- —|-
Dielectric withstand voltage---- Between input/output/power/case -
IEC 60688 AC 1.8 KV,60 HZ,1 minute 110mm(Min)
Impulse withstandtest -+« 3KV, 1.2x50 us
IEC 61000-4-5 Common mode & differential mode CONNECTION DIAGRAM
Performanc_e ---------------- Designed to comply with IEC 60688
Safety requirement. -« IEC 60414,BS 5458
INTPUT AUX. SOURCE
«| -1 -l
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